LIGHTING

Ling Linear LED

Pendant in Matte Black finish. White Acrylic diffuser.
For custom finishes, consult factory.

LED with DC driver, 35W, 120V, 90 CRI.
Selectable CCT:2700K, 3000K or 4000K.

2700K: 1530 Lumens, 3000K: 1700 Lumens,
4000K: 1570 Lumens.

120" Black coaxial cable.

Dimmable with Triac or ELV dimmer.

Model SL CCT Selection:
PD882 2700K (1530 Lumens)
3000K (1700 Lumens)
47 47" 4000K (1570 Lumens)
Finish Size Lamp ccT
BL 47 LED SL
BL black LED LED 35W, 120V, DC Driver,

90 CRI, Dimmable
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Specification Details stone

Light Source: LED with DC Driver Diffuser: White Acrylic Diffuser LIGHTING
Wattage: 35W Adjustable: Yes
Total Lumens: 1530 Lumens (2700K), Cable Length: 120" Max
1700 Lumens (3000K), 1570 Lumens (4000K) Cable Type: Black coaxial cable
Voltage: 120V Minimum Hang Height: 6"
CRI: 90 CRI Sloped Ceiling Adaptable: Yes
Selectable CCT: 2700K, 3000K or 4000K Location: Dry
LED Rated Life: 50,000 hours CECTitle 24 JAS8: Yes, JA8-2022
Dimming: 100% - 10%, Triac or ELV Dimmer Canopy Dimensions: 17.75" Lx 5" W x 2"H
(Not Included) Fixture Dimensions: 47" L x 0.98" W x 0.98" H
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Manufacturer: Stone Lighting Lamp Output: 928.8 Lumens 25 Zone  Lumens % Luminaire Zone  Lumens % Luminaire
Model Number: PD882BL48LEDSL Max:312.4 cd 0-30 2414 26"/3 0-90 919.7 990%
Lamp: DC LED Strip Power:33W Distance in units of mount height (9ft) gigg ?33;3 ‘7‘2:;,2 909'11530 9%‘3143 1(1)3.’%
60-90 210.7 22.7%
70-100 94.6 10.2%
90-120 34 0.4%
Suggested Dimmers
Brand Dimmer Model Dimmer Type
Lutron DVCL-153P Triac/MLV
Lutron MALV-600 Triac/MLV
Lutron SCL-153P Triac/MLV
Leviton IPLO6-10Z Triac/MLV
Lutron RRD-6NA Triac/MLV
Lutron DVELV-300P ELV
Lutron DVELV-303P ELV
Lutron MAELV-600 ELV
Lutron SELV-300P ELV
Lutron SELVB-300-PR ELV
Leviton DSE06-10Z ELV
Leviton IPEO4-1LZ ELV
Leviton VPEO6-1LZ ELV
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Shown:
(1) PD882BL48LEDSL
Ling Linear Pendant
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